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Ym!x are requested to send your competitive Quotations for the supply of the following items subject to the
following conditions

2.

“s

Rates quoted should be FOR AURANGABAD or free delivery at the Institute inclusive of all
lead and Lift.

Detalle:d specifications of the articles you intend to supply should be given. If no
according to the specification, laid down here under,

Proof of registration with sales tax / company pan / company registration certificate / GST No
are essential and copiesof the proof should be submitted with quotation,

'l:hc material should be supplied within (04) weeks from the date of order, List of material is given below.,
The enr_licst delivery period should be quoted if you cannot supply within the period mentioned above.
Quotation should be in sealed cover and superscripted as “Quotations” for Electrical
Engineering Department Due on :09-10-2018, at 5 P.M.

Quotation should be valid for six month.

Right to reject any or all quotations rights are with the under signed.

Rates quoted must be inclusive of All applicable Taxes,

Installation of the material will be carried out free of cost at our institute by the supplier

No advance shall be paid and No part payment shall be made.

2. ;2!9‘_‘_!&0"__L‘Q‘LO_"WRLYJU&VV_“EUE_EQQYS,EP!‘_(EHQU?_ and incomplete once will not be considered.
Sr.No. Specifications Qty. | Rema
P — | Approx. |
01 f Potentiometer as an error detector 01 Nos. |
i - Specifications: '
f ' High quality servo potentiometer with graduated scale and 360° ‘
’ shaft rotation, 230V, 50Hz power supply, Built-in signal and power
; source, 32digit DVM for measurement. '
l ' System should demonstrate the concept of converting angular
_ position to analog voltage. o IS SN
02 | DC Position Control System 01 Nos. |
| Specifications:
' DC motor of 12V, 1A with gear and tacho-generator feedback,
Tacho constant of 2V/1000rpm, two potentiometer for input and '
output position measurement, 230V, 50Hz power supply, |
Calibrated dials with 1° resolution full 360° rotation for
potentiometer, Built-in signal and power source, 3" digit DVM for
measurement, separate unit for motor in a see through cabinet. . B R
03 | AC position control system 01 Nos.
Specifications:
2 phase ac servo motor with 12V, 50Hz per phase supply, small
generator for loading, 4 digit speed disply, 3 digit time constant
display,3": digit rms voltmeter, 3% digit DC panel meter for load
measurement S R RAMBRANCOR R AL St S, 0
04 | PID control system 01 Nos.
Specifications:
220V +10%, 50Hz mains operation, System should be conﬁgur.able
as P, P, PD or PID, Proportional Band: 5% to 50%, Integral time:
10msec - 100msec, Derivative time: 2-20msec, Built-in 3% digit
DVM for d.c. measurements, Built-in signal sources of square
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; gynchros as a error detector

Specifications:

220 V/50 Hz mains operation, Synchro transmitter-receiver pair
with calibrated dials, Locking system for receiver rotor, Panel
meter for ac/de voltage measurements, Built-in balanced
demodulator circuit, Receiver use as control transformer

06 | AC servo motor (speed/torque) characteristics 01 Nos.
Specifications: |
Two phase AC servo motor 2kg-cm, speed control by changing |
control voltage provided on panel, calibrated reference source for |
speed indicator calibration, electronic speed indicator, Torque ’ }

generating motor.
07 | DC servo motor (speed/torque) characteristic 01 Nos.

Specifications:

DC servo motor with armature control, speed indicator using opto
technique. reference source for speed indicator calibration. torque
measurement using spring balanced loading system.

Yours faithfully

Govt. College'of Engineering
Aurangabad





