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To,

GECA WEBSITE
Subject :- Quotation for Supply of Rack Server

Dear Sir, You are requested to send your competitive quotations for the supply of the following
items subject to the following conditions.

Terms & Conditions -

1 Rates quoted should be FOR AURANGABAD or free delivery at the Institute inclusive of all
lead and Lift.

2 Detailed specifications of the articles you intend to supply should be given. If not according to

the specification, laid down here under.
3.The material should be supplied within ( 7) days from the date of order. List of material is given below.

4.The earliest delivery period should be quoted if you cannot supply within the period mentioned above.
5.Quotation should be in sealed cover and superscripted as “Quotations” for Controller of
Examination Department Due on : ©4- -06-2016, at 5 P.M.

6.Quotation should be valid for six months.

7.Right to reject any or all quotations are reserved with the under signed.

8.Rates quoted must be inclusive of All applicable Taxes.

9. Installation of the material will be carried out free of cost at our institute by the supplier

10. No advance shall be paid and No part payment shall be made.

11.Quotation not complying with the above conditions and incomplete once will not be
considered

Sr. Descriptions Qty Remark
01 | Rack Server (Reputed Manufacturer / Brands Like - HP/ Acer/ Dell/
Wipro / Lenovo etc.) 01 No.

Processor Intel Xeon E7-8800 v3 and E7-4800 v3 processors

Cache Up to 45MB

Chipset Intel C602J

Memory (96 DIMM slots): 8GB/16GB/32GB/DDR4, RDIMM, LR-DIMM
up 1866MT/s

RAID Internal controllers: PERC H330, PERC H730P

controllers External HBAs (RAID): PERC H830 External HBAs (non-RAID):
12Gbps SAS HBA

Hard drives 2.5” SATA/SAS SSD, SAS HDD (15K, 10K), nearline SAS HDD
(7.2K)
2.5” PCle SSDs: Dell PowerEdge NVMe Express Flash PCle SSD

Drive bays Up to 24 2.5” hot-plug 12Gb/6Gb SAS HDD or SAS/SATA SSD
Up to 8 front-accessible Express Flash NVMe PCle SSD (PCle 3.0)

Power supplies | Hot-plug redundant PSUs: 750W AC, 1100W AC

Availability Hot-plug hard drives, hot-plug redundant power, hot-plug redundant
fans, ECC memory, internal dual SD module

Operating Microsoft® Windows Server® 2012 R2 (includes Hyper-V®)

systems Microsoft Windows Server 2012 (includes Hyper-V) Novell®
SUSE® Linux Enterprise Server Red Hat® Enterprise Linux®
VMware vSphere® ESXi™

Note - Please Attahced the Brochure / Leaflet copy of
Rack Server with Quotation by supplier

Yours faithfully
S,
rincipal
Govt. College of Engineering
Aurangabad





